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SENSING UNIT CONNECTIONS

ELECTRICAL CONNECTION DIAGRAM

PUMP AND WARNING SWITCH CONNECTIONS

PUMP/WARNING
SWITCH HARNESS

225 SERIES PANEL CONNECTIONS

SEE DETAIL A

SEE DETAIL B

TO SENSING UNIT

 

FROM VALVE 

 
FROM
VALVE

WHITE (GROUND)

YELLOW (SW. GROUND LEFT SIDE)GREEN (SW. GROUND RIGHT SIDE)

RED (+12V)

BLACK (SW. GROUND FRONT)

ORANGE (SW. GROUND REAR)

DETAIL B

DETAIL A

(WIRE #1) PARK BRAKE - 9000

GROUND - (WHITE) 6230

+12V ACC. - (RED) 6120

PUMP RELAY POWER +12V - (BLUE) 6820

PUMP RELAY CONTROL - (BLACK) 8600

(WIRE #4) LEFT FRONT WARN. SW. - 1000
SWITCHED GROUND

(WIRE #2) MASTER WARNING +12 - 6121

(WIRE #3) MASTER WARNING 
CONTROL - 7699 SWITCHED GROUND

NO CONNECTION

WIRE SIDE OF CONNECTOR SHOWN

(WIRE #7) LEFT REAR WARN. SW. - 4000
SWITCHED GROUND

(WIRE #6) RIGHT REAR WARN. SW. - 3000
SWITCHED GROUND

(WIRE #5) RIGHT FRONT WARN. SW. - 2000
SWITCHED GROUND

SWITCHED GROUND

SWITCHED GROUND


